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S16-807 旋入式插头
S16-808 旋入式插座

S19-008 塑料脚

S21-713 前玻璃
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S21-309 LED灯条

S16-833 散片发热管

S16-571 风机

S16-870 电源开关
S16-876 数字温控器

S16-871 灯开关

S21-692
后滑动玻璃

S21-882 顶玻璃

技术要求：
1.零件在装配前必须清理和清洗干净，不得有毛刺、飞边、切屑、油污、着色剂和灰尘等；
2.装配前应对零、部件的主要配合尺寸，特别是过盈配合尺寸及相关精度进行复查；
3.在条件允许的情况下，尽可能在水平位置施焊；
4.补焊前必须将缺陷彻底清除，坡口面应修的平整圆滑，不得有尖角存在；
5.装配过程中零件不允许磕、碰、划伤和锈蚀；
6.螺钉、螺栓和螺母紧固时，严禁打击或使用不合适的旋
 具和扳手；紧固后螺钉槽、螺母和螺钉、螺栓头部不得
 损坏；
7.滚动轴承装好后用手转动应灵活、平稳；

COSSIGA
DO NOT SCALE THIS DRAWING

DIMENSION
CRITICAL

2.SHEETMETAL FLAT PATTERN=±3 . 

1.DIMENSIONS ARE IN mm UNLESS 
OTHERWISE NOTED;      THIS PRINT REMAINS THE PROPERTY OF COSSIGA LTD.ALL INFORMATION 

CONTAINED THEREON IS CONFIDENTIAL.IT IS LOANED,SUBJECT TO RETURN UPON DEMAND,
AND ON THE EXPRESS CONDITION THAT IT IS NOT TO BE COPIED OR USED DIRECTLY OR 
INDIRECTLY IN ANY WAYWHATSOEVER DETRIMENAL TO OUR INTERESTS.

±2°
角度公差3.2～0

-0.05
+0.2

400～<120120～<3030～<66～0.5
-0.05
+0.1

-0.05
+0.127

6.35～<3.2

-0.05
+0.152

12.7～<6.35 19.05～<12.7 25.4～<19.05

-0.05
+2.54

1000～<400 2000～<1000

孔公差

±3±2±1.2±0.8±0.5±0.3
线性公差

THIRD ANGLE

CTQ SYMBOL  
MEASURABLE ATTRIBUTES THAT ARE CRMCAL 
TOCUSTOMER SATISFACTION.THIS INCLUDES
(BUT IS NOT LIMITEDTO)FIT,FORM,    
FUNCTION,AND APPEARACE

CPK OF 1.33 OR GREATER
     AS DEFINED BY
  INSPECTION STANDARD

DESCRIPTION OF REVISIONSREV ECO BY APP DATE

1
STGOH9

DESCRIPTION: DWG TITLE:

 A-0
DWG NO. VER. 

DATE 

WEIGHT: QTY:

APPROVED DATE SHEET 1 OF 1

SIZE SCALE

F93-101
总装图

117.425

1:15 A4

Foshan Cossiga Trading Ltd.
佛山科西加贸易有限公司

DRAWN BY DATE 

CHECKED


	图纸1
	工程图视图1
	剖面视图 A-A
	工程图视图3
	工程图视图4
	工程图视图5
	工程图视图6


